
Technical Profile 

GSA/GSI frame II 
Magnet drive, end suction, centrifugal pumps 
to ISO 2858 / DIN. EN 22858: 1993 / ANSI B73.3M 

A versatile range of general service pumps designed to cover a 

wide duty and application base using the minimum of pump 

models by maximising interchangeability of components. 

Available within the range is the GSA {ASME standard pump) 

and the GSI {ISO DIN standard pump). A GSL option is 

available for temperatures down to -100°C / -150° F. 

The GSA/ (ASME) and GSI (ISO) product covers a hydraulic range that is 
split between three frame sizes, Frames 0, I, & II. The pumps are offered

with a range of Synchronous Magnet Drives rated to match prime mover 
performance, hence specifications of all denominations can be catered for. 

This range is based on sizes conforming to ANSI & ISO performance and 
dimensional standards. 

The standard materials of construction are Stainless Steel with silicon 
carbide internal bearings. 

Performance of the GSA/GSI frame II 
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1 4x3x6 100-80-160 8 4x3x10 100-65-250H

2 3x2x8 9 6 X 4 X 101 25-100-250

3 4 x 3 x SH 100-65-200H 10 2xlxl3 50-32-315

4 6 x 4 x SH 125-80-200H 11 3 X 1.5 X 13 65-40-315

s 2xlx10 50-32-250 12 3x2x13 80-50-315

6 3 X 1.5 X 10 65-50-250 13 4x3x13 100-65-315

7 3 X 2 X 10 80-50-250
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Design range limits 
The GSA/GSI pump is designed to 

operate from -40°C up to+260°C, 

-40°F up to +500°F without the

need for any ancillary cooling

medium. Design working pressure is

18.9 bar, 275 psi.

Solids handling 

capability 
The unit is capable of handling solids 

up to 5% w/w with 150microns. 

Options 

Materials of construction 
Wetted parts Alloy 20, Alloy C276 

Internal bearings SiC / Carbon 

Gasket PTFE 

Other options 
casing drains flanged or screwed 

Jacketed pump casing 

Secondary Control 

Coupling housing drain 

Pressure upgrade to 25 bar, 360 psi 

Large range of pump protection 











Sundyne Headquarters:
Sundyne, LLC 
14845 West 64th Avenue
Arvada, Colorado 80007
USA
1-866-Sundyne
Phone: 1.303.425.0800
Fax: 1.303.425.0896
www.sundyne.com

Sundyne China:
Building 1, No. 879 Shen Fu Road
XinZhuang Industrial Zone
Min Hang District
Shanghai, China 201108
Phone: +8621 5055 5005
Fax: +8621 5442 5265
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Sundyne International S.A.
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Fax: +44 1323 503369
Email: info@hmdkontro.com

Worldwide Sales Headquarters
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